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Lapping- and Polishing machine 
for plan parallel lapping and polishing 

P 520       
 
 
 
• Single-spindle processing machine for lapping and polishing 

• Touch display for parameter input and display 

• All parameters can be saved (product database)  

• Interface for process data output (archiving of process and machine 
data), OPC-UA standard 

• Infinitely variable drive of the main spindle 

• Pneumatic raising and lowering of the lever arm 

• Spindle lock 

• Plastic bowl 

• Polishing agent distributor 

 

Double disc processing  

• Kittless lapping and polishing for selected  
plane-parallel workpiece   

• simultaneous processing of upper and lower surface 
of the workpiece 

 

Options 

• → See separate options list 

 

 

 

 

 

 

 

 P 520  

Effective tool diameter in mm 520 

Workpiece dieameter in mm 280 

Basin diameter in mm 1000 

Main spindle in min-1 10 - 150 

Distance spindle winding surface - 
Center lever arm in mm 

380  

Main spindle connection thread M39 DIN 58725  

Power requirement in kW 1,8 

Ball pin Ø 12 mm / M12 

Polishing pin – shaft diameter in mm 30 

Weight in kg 300 

Dimensions (WxDxH) in mm 
     without Touch-Display 
     with Touch-Display 

 
1050 x 1000 x 1300 
1050 x 1000 x 1760 

Paint finish (Standard) Light grey RAL 7035 
Tools and accessories can be found in our current catalogue or on request.  

  Technichal Details 
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