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Radius grinding and polishing machines 
With spindle and quill drive 

RSP 20  
 
 
 
 
• single- or multi-spindle for precessing lenses up to approx. 20mm 

• Suitable for putty free production or stem machining 

• All drives of the spindles and quills are independently of each other 
infinitely variable 

• Touch display for parameter input and notice 

• All parameters can be stored (product database) 

• Working pressure control via proportional valve 

• Spindle locks 
 
 

Options 

• Polishing compound preparation 

• Quill for pitch polishing 

• Product database 
 

 
 
 
 

 
 

 

 

 RSP 20-2 RSP 20-3 

Number of spindle 2 3 

Workpiece diameter in mm 20  20 

Workpiece ratio Ø / radius ½ ½ 

Oscillation range -20 bis 45 -20 bis 45 

Spindle speed in min-1 (top) 0 +/- 1200 0 +/- 1200 

Spindle speed in min-1 (bottom) 0 +/- 2500 0 +/- 2500 

Eccentric speed in min-1 5 – 35  Oscillation 15-45 

Working pressure in N 0 - 5 0 - 5 

Main spindle connection thread M10 DIN 58725 M10 DIN 58725 

Connection thread quill 
(upper spindle) alternative 

M10x1 DIN 58725 M10x1 DIN 58725 

Elevator surface spindle top - 
center pivot axis in mm 

20 - 70 20 - 70 

Elevator surface spindle down - 
center pivot axis in mm 

50 - 80 50 - 80 

Power requirement in kW ca. 2,5  ca. 3,2 

Weight in kg 580  670 

Dimensions (WxDxH) in mm 800 x 800 x 1700 or 
1250 x 800 x 2300 

1200 x 800 x 1700 or 
1250 x 1200 x 2300 

Paint finish (standard) Light grey RAL 7035 Light grey RAL 7035 
Tools and accessories can be found in our current catalogue or on request.  
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