
 
 
Stock Konstruktion GmbH | Am Stollenbach 7-9 | 65623 Schiesheim-Zollhaus 
telephone: +49 (0) 6430-92391-0 | E-Mail: info@stock-konstruktion.de | www.stock-konstruktion.de Vers. 02/2022 

Radius grinding and polishing machines 
With spindle and quill drive 

RSP 40  
 
 
 
 
• All spindles variably adjustable 

• Speed display for all drives 

• Separate setting of process parameters on each 
working unit 

• SPS controlled processes 

• Scale display for oscillation and setting angle 

• Program-controlled polishing agent feed 

• Programs are storable  

• programmable sequences 

• Infinitely adjustable working pressure with display 

• Polishing pressure via membrane system 

• Spindle lock for easy tool change 

• Trays for tools 

• Touch screen control 

• Infinitely variable eccentric drive 

• Parameter setting via control 

• X-adjustment +/- 40mm for synchro-speed polishing 

Accessories 

• Polishing agent container with temperature control 
 

Options 

• → See separate option list 
 
 

 

 

 RSP 40-1 RSP 40-2 RSP 40-3 

Number of work units 1 2 3 

Working diamter lens in mm 80 80 80 

Geometries in mm Up to d=60 – from plan to hemisphere 

Swivel range in angle° -20 bis 50 (70) -20 bis 50 (70) -20 bis 50 (70) 

X-adjustment (optional) in mm +/- 40 +/- 40 +/- 40 

Spindle speeds (tool and 
workpiece) in min-1 

0 - 2500 0 - 2500 0 - 2500 

Oscillation speed in min-1 5 - 65  5 - 65 5 - 65 

Working pressure in N max. 300 300 300 

Spindle connection thread M10 DIN 58725 M10 DIN 58725 M10 DIN 58725 

Power requirement in kW 3,2 6,4 9,26 

Weight in kg 452 799 1126 

Dimensions (WxDxH) in mm 
     without Touch-Display 
     with Touch-Display 

 
1300 x 900 x 1400 
1300 x 900 x 1680 

 
1405 x 1315 x 950 
1405 x 1315 x 1680 

 
2150 x 1600 x 950 
2150 x 1600 x 1680 

Paint finish (standard) Light grey RAL 7035 Light grey RAL 7035 Light grey RAL 7035 
Tools and accessories can be found in our current catalogue or on request. 
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